MYV - Municipal Vehicle




The MacLean Advantage:

Optimum visibility through large tinted windows.

Intuitive controls simplify operation.

Powerful and heavy-duty, yet maneuverable, with
center-point articulation

Serviceable.



Features:

. Heavy-duty axles each rated to carry 8000lbs featuring
internal wet-disk brakes and limited slip differentials
providing 4WD traction.

. Powerful 127HP, Tier 3 emission-compliant, Caterpillar
diesel engine.

. Tapered and collated articulation and steering cylinder pins.

. Dual steering cylinders protected by the robust MV chassis.

. 540RPM mechanical front power take off as well as high-

flow front and rear hydraulic outlets.

. Servo-controlled drive pump provides smooth response to
operator input on traction pedal.

MV Municipal Vehicle

Applications:

Sidewalk and pathway snow removal and maintenance.
Field and shoulder mowing and preservation.

Confined areas.
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Additional Specifications:

Diesel Tank: 72L

Hydraulic Tank: 45L

Alternator: 100A

Cab: 1SO3471 ROPS to 12000lbs GVW

PTO: 1 3/8” - 6 tooth @ 540RPM

Operating Weight: 6305Ibs (2860kgs)
Wheels: 10x16.5 NHS 8-ply tires

Engine: 127HP @ 2200RPM
376ft-lbs @ 1400RPM

Park Brake: Drum

The company reserves the right to change the above specifications without notice.



